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SN TITLE SCOPE 

1 
BCDC 6 (671) CD2: 2021/ISO 9424:2003 - 
Wood-based panels — Determination of 
dimensions of test pieces 

This draft Tanzania Standard specifies a method for measuring the 
thickness, length and width of test pieces of wood-based panels. 

2 
BCDC 6 (672) CD2: 2021/ISO 9426:2003- 
Wood-based panels — Determination of 
dimensions of panels 

This draft Tanzania Standard specifies methods for measuring the 
thickness, width and length, as well as the squareness, edge straightness 
and flatness of wood-based panels. 
It applies to full-size flat panels. 
 

3 
BCDC 6 (673) CD2: 2021/ISO 9427:2003- 
Wood-based panels — Determination of 
density 

Wood-based panels — Determination of density 

4 
BCDC 6 (674) CD2: 2021/ISO 12466-
1:2007- Plywood — Bonding quality —Part 
1: Test methods 

This part of BCDC 6 (674) /ISO 12466 specifies methods for determining 
the bonding quality of plywood, blockboard, battenboard, and laminboard, 
bonded with thermosetting resin, by shear testing. 
NOTE If it is possible to demonstrate a correlation between the methods 
defined in this part of BCDC 6 (674)/ISO 12466 and other methods, these 
may be used. 
 

5 
BCDC 6 (675) CD2: 2021/ISO 16572:2008- 
Timber structures — Wood-based panels — 
Test methods for structural properties 

This draft Tanzania Standard specifies test methods for determining the 
structural properties of commercial wood-based and lignocellulosic fibrous 
panel products for use in load-bearing timber structures. These properties 
are intended for the calculation of characteristic values. 
NOTE Bamboo is an example of a lignocellulosic fibrous material. 
 

6 BCDC 6 (676) CD2: 2021/ISO 16978:2003 - This draft Tanzania Standard specifies a method for determining the 
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Wood-based panels — Determination of 
modulus of elasticity in bending and of 
bending strength 

apparent modulus of elasticity and bending strength of wood-based panels 
in flatwise bending. 

7 
BCDC 6 (677) CD2: 2021/ISO 16979:2003 - 
Wood-based panels — Determination of 
moisture content 

This draft Tanzania Standard specifies a method for determining the 
moisture content of wood-based panels. 

8 

BCDC 6 (678) CD2: 2021/ISO 18775:2020 - 
Veneers — Terms and definitions, 
determination of physical characteristics and 
tolerances 

This document establishes the standard terms and definitions (including 
those relative to features and defects), the methods for the determination of 
physical characteristics and the tolerances for dimensions (length, width, 
thickness) for wood veneers, including natural, treated and multilaminar 
veneers, that can be obtained by slicing, rotary cutting or sawing. The 
specific definitions, properties and requirements concerning these treated, 
multilaminar veneers and laminated wood veneers are not included in this 
document. 

9 

BCDC 6 (679) CD2: 2021/ISO 12460-
1:2007- Wood-based panels — 
Determination of formaldehyde release — 
Part 1: Formaldehyde emission by the 1-
cubic-metre chamber method 

This part of BCDC 6 (679)/ISO 12460 specifies a 1 m3 chamber method for 
the determination of the formaldehyde emission from wood-based panels 
under defined conditions, relating to typical conditions in real-life. 

10 

BCDC 6 (680) CD2: 2021/ISO 12460-
3:2020- Wood-based panels — 
Determination of formaldehyde release —
Part 3: Gas analysis method 

This document specifies a procedure for determination of accelerated 
formaldehyde release from uncoated and coated wood-based panels using 
the gas analysis method. The procedure is also suitable for the testing of 
other materials (e.g. edge bands, floor coverings, foams, foils, laminated 
wood products, veneered wood products, coated wood products). 

11 

BCDC 6 (681) CD2: 2021/ISO 12460-
4:2016- Wood-based panels — 
Determination of formaldehyde release —
Part 4: Desiccator method 

This part of BCDC 6(681)/ISO 12460 specifies a desiccator method for the 
determination of the quantity of formaldehyde emitted from particleboard, 
fibreboard, plywood, oriented strand board (OSB) and wooden laminated 
flooring. 



SN TITLE SCOPE 

12 

BCDC 6 (682) CD2: 2021/ISO 12460-
5:2015 - Wood-based panels — 
Determination of formaldehyde release —
Part 5: Extraction method (called the 
perforator method) 

This part of BCDC 6(682)/ISO 12460 specifies an extraction method known 
as the “perforator method”. It is used for the determination of the 
formaldehyde content of unlaminated and uncoated wood-based panels. 

13 
BCDC 6 (683) CD2: 2021/ISO 16999:2003 - 
Wood-based panels — Sampling and 
cutting of test pieces 

This draft Tanzania Standard specifies certain rules for the sampling and 
cutting of test pieces. 
It does not cover the sampling and cutting of test pieces for the derivation 
of characteristic values for structural design. These tests are carried out on 
medium-sized test pieces. 

14 
BCDC 15 (100) CD2: 2021/ISO 8272:1985 - 
Doorsets - Air permeability test 

This draft Tanzania standard specifies a method for the determination of 
the air permeability of doorsets to be fitted in exterior walls and supplied in 
the form of completely assembled and finished units. 
It applies to all doorsets, made of any material, in the normal operating 
condition for which they are designed and installed according to the 
manufacturer's recommendations as in a finished building, bearing in mind 
the conditions of test as defined below. It does not apply to the joints 
between the doorsets and surrounding components and material. 

15 

BCDC 15 (101) CD2: 2021/ISO 8273:1985 - 
Doors and doorsets-Standard atmospheres 
for testing the performance of doors and 
doorsets placed between different climates 

This draft Tanzania Standard specifies standard atmospheres for four 
climate categories to be used when testing the performance of doors and 
doorsets. 

16 
BCDC 15 (102) CD2: 2021/ISO 9379:2005 - 
Operating forces — Test method — Doors 

This Standard is for hinged/pivoted and sliding doorsets with latches, for 
pedestrian use. It defines the test methods to determine the forces to 
open/close doors and to engage/release and lock/unlock the hardware 
using a key or handle. 
It is only applicable to the manual operation doorsets. 
The measurement of forces for doorsets with self-closing devices engaged 
is excluded from this test method. It is also not applicable to doorsets with 
special hardware e.g. emergency exit devices. 
The tests are applicable to doorsets of any material. 
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NOTE : The operation of some windows involves latches and may be 
tested in accordance with this standard. 

17 
BCDC 15 (103) CD2: 2021/ISO 8248:1985 - 
Windows and door height windows - 
Mechanical tests 

This draft Tanzania Standard specifies the methods to be used for the 
mechanical testing of windows and door height windows, supplied in the 
form of finished products, in their normal conditions of use. 

18 

BCDC 15 (104) CD2: 2021/ISO 
15821:2007- Doorsets and windows — 
Water-tightness test under dynamic 
pressure — Cyclonic aspects 

This draft Tanzania Standard specifies a test method for determining the 
water-tightness under dynamic pressure of doorsets and windows, 
assembled for normal use and installed as in practice. 
This standard is applicable to areas subject to severe weather, e.g. that are 
heavily weather- beaten, stricken by driving rain and wind, including 
typhoons, hurricanes, cyclones and other severe climate. 
This standard does not apply to the joints between the door or window 
frame and the building construction. 

19 
BCDC 15 (105) CD2: 2021/ISO 9380:1990 - 
Doorsets - Repeated torsion test 

This draft Tanzania Standard specifies the method to be used to determine 
the effect of repeated torsion on doorsets and their hardware. 
It applies to all doorsets made of any materials with vertically hinged door 
leaves in their normal operating condition for which they are designed and 
installed according to the manufacturer's recommendations as in a finished 
building, bearing in mind the test conditions defined below. 
 

20 

BCDC 15 (106) CD2: 2021/ISO 
15822:2007- Test method of doorset 
opening performance in diagonal 
deformation — Seismic aspects 

This draft Tanzania Standard specifies the test method for evaluating the 
opening function of single-leaf doorset under in-plane diagonal deformation 
by in-plane static load. 

21 
BCDC 5 (693) CD 2 Standard Specification 
for Viscosity-Graded Asphalt Binder for use 
in pavement Construction 

This draft Tanzania standard covers asphalt binders graded by viscosity at 
60oC [140 oF] for use in pavement construction. 
The purchaser shall specify the applicable table of limits. In the event the 
purchaser does not specify limits, Table 1 shall apply. For asphalt binders 
graded by penetration at 25oC [77oF], see specification D946/D946M. If 
needed, volume corrections for binders should be made according to 
Practice D4311/D4311M. 
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The values stated in either SI units or inch-pound units are to be regarded 
separately as standard. The values stated in each system may not be 
exact equivalents; therefore, each system shall be used independently of 
the other. Combining values from the two systems may result in 
nonconformance with standard. 

 


